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INTRODUCTION 

 

Thank you!  

…for the purchase of Pedal Player™, the new professional control player for your live music 

entertainment. 

Pedal Player™ is the first Multi-player designed specifically for musicians by musicians who will allow you, 

thanks to its internal DSP, to simultaneously play multiple media contents linked to a SONG, giving you the 

ability to create your PLAYLIST and to be able to choose the most suitable music for any kind of event and 

audience, avoiding the use of complex PC systems and multi-channel audio cards. 

Finally, to simplify life for those who do not like to bring on the stage bulky and often unreliable 

equipment, thanks to the separate and synchronous outputs, the problem to send click on your drummer or 

anyone who needs it) with the MP3 backing tracks still in stereo will be solved! 

Thanks to the Wi-Fi technology, you will have the unique opportunity to enrich your show with multimedia 

contents such as VIDEO, IMAGES or PDF documents such as lyrics, music scores, notes or anything else you 

need to see during your live performance: everything in sync with the song itself and with just one touch. 

You will no longer have to worry about manually change the page of the music score or the lyrics on your 

tablet: with Pedal Player™ everything will run automatically and you just have to think about enjoying the 

show and play your instrument. 

Pedal Player™ also offers extraordinary additional features: the ability to automatically control your multi-

effect, keyboard and in general a large amount of music devices that can be controlled through the MIDI 

protocol, without worrying about pushing "on time" the channel buttons or pedals: during your performance 

you will concentrate exclusively on music performance and Pedal Player™ will repeat it for you exactly as you 

did from your home or in your recording studio! 

Pedal Player™ also includes an internal Metronome (programmable song by song) and an AB-Looper 

(Studio mode) that will allow you to train yourself and concentrate on single part of the track you want to 

learn.  
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1. TECHNICAL CONTENTS 

 
The contents included in the box are listed below: 

� n.1 Pedal Player™ 
� n.1 Transformer 9V 300mA 
� n.1 SD Card da 8Gb  
� n.1 CD including software PMS™ (1) , APPA™ and User Guide Manual  

 
1.1. Upper Panel 

1. Display OLED High Brillance 

2. PLAY/PAUSA / MENU 

3. RW (back) / ORDER 

4. FW (next) / LIST 

5. Volume MASTER 

6. Volume AUDIO 1 

7. Volume AUDIO 2 

 
 

 

1.2. Rear Panel 

1. RCA output Audio 1 STEREO LH/RH 

2. Jack output  Audio 1 MONO 

3. RCA output Audio 2 STEREO LH/RH 

                                                           
1 Scaricabile anche gratuitamente dal sito www.poom.it  
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4. Jack output Audio 2 MONO 

5. Footswitch input stereo (2) 

6. Headphone (Audio 1+2) 

7. Slot SD Card PPLAYER(3) 

8. USB-2 Multimedia Key Storage Player 

9. MIDI OUT 

10. Power-in connector 9V/500mA 

11. Power On/Off switch 

 
  

                                                           
2 Designed only for Page Changer Box™ 
3 Maximum size 32Gb memory 
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2. SOFTWARE INSTALLATION (PMS™) 

 

The first thing you should do once unboxed the package and checked all contents are included is as 

follows: 

1. Power on your Personal Computer(4) 

2. insert the CD into your CD ROM drive 

3. Run the software PMS Setup.exe 

We recommend to keep this application somewhere in your hard disk to re-install the program in the 

future, otherwise you can download it directly from www.poom.it  

 

                                                           
4 OS Windows© Vista/7/10 with Microsoft© Framework 4 or higher 
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In case you miss it into your computer, it is possible that during installation you need to install the 

Microsoft® Framework 4 or higher, which is mandatory for the proper functioning of PMS™. After this 

verification, if you then need to install the Microsoft® Framework, you can find the installation file 

dotNetFx40_Client_x86_x64.exe in the subfolder "Support" of PMS directory or - if you prefer - you can 

download it for free from https://www.microsoft.com  

As soon as you finish to install the program in a folder you select (by default it will be installed in 

C:\Program Files (x86)\PMS\) run PMS.exe(5) to start programming your Pedal Player™. 

 

  

                                                           
5  Please be sure to run the PMS.exe program with “administrator rights” if the program is installed outside your User 

Workspace. 
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3. PEDAL PLAYER™ PROGRAMMING (PMS™) 

Through the PMS application you can create and save your PROJECTS that will contain the PLAYLISTS and 

SONGS to play during your Live performance with Pedal Player™. 

In general, the Pedal Player™ programming process can be summarized as follows: 

 

1. Create a Project with PMS and save your work in the relative folder on the PC where there are 4 

fundamental project folders: SD, D1, D2 and D3 

2. Copy the SD folder of the project into the SD Card named PPLAYER and insert it into Pedal Player™ 

slot.  

3. Copy contents of project directory D1 into Device n.1 (internal memory of the device or its SD Card) 

4. Copy contents of project directory D2 into Device n.2 (internal memory of the device or its SD Card) 

5. Copy contents of project directory D3 into Device n.3 (internal memory of the device or its SD Card) 

6. Turn on Pedal Player™ and connect all Devices to the local PPLAYER Wi-Fi Network (see your Android 

device owner’s manual) 

7. Run APPA™ (Android Pedal Player™ Application) to connect each device to Pedal Player™ 

8. Go Live! 

 

NOTE: Items 2.3.4.and 5 can be executed both manually from Explorer Windows® and directly from 

the Download Interface of PMS (see Par. 3.6) 
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3.1. Side Pop-Up Menu 

Most PMS commands can be found on the pop-up menu on the left edge of the interface. It is possible 

to access it simply by passing on it with the mouse. 

 

3.2. Create and Save a Project 

From the left pop-up menu is possible to create a new project (New), open an existing one (Open), Save 

the current project (Save) or save it as another name and location (Save As). 

At startup, a new default temporary project (UNTITLED PROJECT) is created which, if not saved, will be 

lost. 

 

3.3. Create a PLAYLIST 

Click the focus on the PLAYLIST column by simply pressing the left mouse button, then from the pop-

up menu you can find the section related to the Playlist editing, with the most common relative base 

commands: Insert (to create a new playlist), Delete (to delete the entire playlist), Rename (to rename a 

playlist). 

 

3.4. Create a SONG 

Similarly to the creation of the PLAYLIST, in the side pop-up menu you can find the Song section with 

the relative basic editing commands: Insert (to create a new SONG), Delete (to delete it), Rename (to 

rename the song), Move (to change the position of the song within the related PLAYLIST) and the 

Copy/Paste function to copy and paste a SONG into another PLAYLIST without reload and reprogramming 

the same contents. 

 

NOTE:  A SONG cannot be created without the relative PLAYLIST. 

 

3.5. Devices and Media Types 

The following contents are associated with each SONG: 

� n.2 MP3(6) Audio files of the same Bitrate and Length, to be prepared with audio 

editors normally available on the market. 

� Video, Images or Acrobat® PDF® files for each of the three device 

� A Metronome setup (only for the Metronome Mode on Pedal Player™) 

� A Coverpage (.JPEG) to be displayed on each device before to play the song 

� TAGS and various settings 

 

As above explained, there are three types of media associated with each Device: 

 

a) TABLET - The text file (.PDF) can contain any type of information you want to use during the 

live performance (lyrics, music scores, notes, etc…) and is displayed by static "pages", not like 

a classical karaoke machines. A common application can be a Tablet PC or Android 4.x device 

mounted directly on the microphone stand or on a drum stand through aftermarket supports. 

b) IMAGE - The images (.JPEG) to be displayed during your show, you can choose from your 

archive and select the most beautiful pictures to match the song you are playing, then creating 

a Slideshow through the automation procedure indicated in the following paragraphs. 

                                                           
6 Only MP3 audio files are supported, please check on www.poom.it for new software releases. 
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c) VIDEO - The videos (.MP4) to be displayed during your show (for example with an Android Wi-

Fi Video Projector equipped with an SD card), you can choose from your archive and select the 

most suitable videos to match the song you are playing. As well as Images and PDF it is possible 

to create a video-show change editing among different videos through the automation 

procedure indicated in the following paragraphs. 

 

The type of each device can be mixed within the SONG. For example, if in the first song the Device 1 is 

a TABLET type (because I want to display PDF content), it is possible that in the second song the Device 1 is 

an IMAGE type (because I want to see photos on the same device). 

 

3.6. Tags and Settings 

The insertion of the TAGS (Genre, Artist or Album) to the piece is very useful, as it can then be used to 

sort the songs in Live mode (see Par. 4). 

It is possible to choose whether Pedal Player™ has to play automatically the next track (useful to 

perform a "medley") or it has to stop at the end of the SONG in “ready status” at the beginning of the next 

one. To do that you should set the flag “NO STOP”  On/Off: 

OFF – Pedal Player™ will stop at the end of the current SONG and will move to the following one waiting 

for an input. 

ON – Pedal Player™ will NOT stop at the end of the SONG and will play automatically the next one after 

a certain time (Pause sec) between the two tracks (values in seconds). 

The function “LOOP”  instead, will allow you to repeat the SONG for a certain number of times before 

to move to the next one. This function has priority over the NO STOP. For example, if 2 Loops and 15 seconds 

of No Stop are set, Pedal Player™ will execute the current track 2 times before moving on to the next one 

after 15 seconds. 

 

3.7. Coverpage 

In order to better introduce the SONG you’re going to perform, it’s also possible to add a Coverpage 

(image .JPEG) to be displayed at the beginning of the SONG. Once loaded, you have to set the flag to On to 

be displayed on that selected device. If the coverpage is not loaded or if the relative flag is set to Off, the 

first media content of the device is loaded. 
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3.8. Device Automation Learning Interface (D.A.L.I.) 

The DEVICE button is the first of the two buttons dedicated to the automation of the media contents 

loaded into the SONG.  

 
Through this button you will access the automation interface section for the programming of the three 

devices. 

 

 

 

 

 

First of all you can find on the top side of the skin a series of "miniatures" (Thumbnails) where the 

previously uploaded PDF / Pictures / Video contents are displayed and a Zoom floating window (linked to 

the selected thumbnail) that will help you to better program the automation and check the final result. To 

turn on/off the Zoom window you have to select Zoom On/Off from the side Pop-up Menu.  

To create a DEVICE SONG automation proceed as follows: 

1. Prepare the recording by choosing which media content to insert, in which order and at 

which time during the performance of the SONG (please look at the thumbnails for this 

purpose). 

2. Start recording by pressing the little red REC button of the Mini-Player, which will start to 

flash. In this way the system has not started yet the recording but waits for your command 

to start.  

3. Select the first Thumbnail of your SONG (the first media to be shown at the beginning of the 

SONG). 

4. When you’re ready press the PLAY button. If you want to cancel the recording session before 

pressing the Play button just press again the REC button and the operation will be canceled. 

Miniature (Thumbnails) Zoom window 

Markers REC button Device 
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5. The song will be played (based on the selected audio 1 or 2 file in the Pop-up Menu) and the 

first media content selected from point 3 will be displayed. At this point, you can wait for the 

most opportune moment to generate automation and change the current media into a new 

one with a simple click on the corresponding thumbnail; doing this action a little pencil 

(Marker) will appear on the timeline bar (please note that if no thumbnail is pressed the 

current content will remain the same until the end of the song and in case the device is a 

VIDEO type the media will stop at the end of the audio track). 

6. If you need to stop the recording you do not have to wait until the end of the audio track: 

just press the PAUSE button to pause the recording and press the REC button again to end 

the recording. 

7. Once placed the Markers in the desired time event you can perform a "fine adjustment" of 

the Markers set dragging them left and right with the accuracy of the “tenth of a second” 

(you can use keys “+” and “-” for this scope), replaying the automation of your device and 

adjusting it with accuracy until you are satisfied how the device will perform during your live 

show. Markers are Blue for PDF, Red for Image and Green for Video content. 

8. Proceed with the programming of the next device or select the next song in the current 

PLAYLIST directly from this screen using the appropriate buttons / arrows on the Mini Player. 

9. The ZOOM window is useful for better see your media content during the recording. To 

activate it, just go to the side pop-up menu and set the zoom flag to ON. The ZOOM window 

will show the first content of the first thumbnail by default and, if activated in the main menu, 

the coverpage image of the track. To deactivate the ZOOM window set the flag OFF from the 

side pop-up menu. 

 

A Manual Mode flag is also provided. Selecting this option Pedal Player™ will NOT perform any 

automation for that device and will ignore all markers (which remains stored) waiting for the manual change 

of live content through the POOM! Page Changer Box™ to be connected on the rear panel of the Pedal 

Player™. If this flag is selected, then no registration will be possible. 

Once you exit the D.A.L.I. section through the EXIT  button you will return to the main menu and if 

you will find the yellow LED of the DEVICE button ON: this means that within the selected song there is “at 

least one automation in one of all three Devices”. 

 

3.9. MIDI Automation Learning Interface (M.A.L.I.) 

This function allows you to control automatically your live equipment such as Multi-effects, Pedals, 

Sound Modules, Keyboards, etc... through the MIDI OUT port of Pedal Player™.  

Let’s imagine you are a guitarist and the song you’re playing brings to a lead solo during your 

performance (the same if you’re a singer and you want a particular effect at a certain point of the song). 

Normally you should: 

1. “physically” return to your position on the stage where you have your pedal-board or multi-

effect 

2. change the right sound at the right time 

3. play the guitar solo (without getting too far from your position) 

4. came back again to your pedal-board 

5. change the sound to continue with your performance. 

Through this function, most of the above actions will no longer be necessary because Pedal Player™ will 

change the program channel of your equipment “for you” and “at the right time” so you can then enjoy 

your solo focusing only on the performance. 
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With a correct programming of M.A.L.I. the Pedal Player™ you can place a Marker at the beginning (and 

at the end) of the solo setting the right MIDI Program Change (PC) command and recall the right sound on 

your MIDI equipment. In this way, when it is time to go live for the performance, Pedal Player™ will 

automatically change the channel of your multi-effect without any manual operation. 

Now let's see a practical example to understand how to program the Midi port. 

Let’s suppose you want to create an automatic sound change of a midi pedal-board in a certain point 

of a song.  

The below instructions must be followed: 

1. From the main menu, press the "MIDI" button of the AUTOMATION section of SONG you’re 

going to program. 

 
2. Connect your MIDI equipment to the MIDI BOX™(7) module via the MIDI IN / OUT connection 

as shown in the follow picture: 

 
 

3. Connect the MIDI BOX™  to your Computer(8) via USB through the special cable included in 

the MIDI BOX package. Please ensure the connector plugged into the RS232 port is the right 

one and the COM port is recognized (eventually you can change it by clicking on the COM 

name). The Green Led of MIDI BOX will be ON and the status of the Port will be “Connect”. 

4. Add your MIDI Device in the module’s list through the “Insert” function on the side pop-up 

menu and ensure the MIDI channel number you choose is the same number set on your device 

(pedal-board, etc...). 

 

NOTE: It’s possible to control until 16 MIDI modules simultaneously per each SONG, each one with 

different channel number. 

 

                                                           
7 MIDI-BOX™ not included with base Pedal Player™. You can order on www.poom.it 
8 OS Microsoft Windows© 7, VISTA, 10. 
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1. Choose the programming Mode (LIVE o MANUAL) selecting the relative function in the side 

pop-up menu: 

• LIVE MODE: turn on your MIDI device (pedalboard, multi-effect,...) and connect it to 

your PC via MIDI BOX™, the MIDI code (Program Change) of the sound you select will 

be automatically transmitted to the M.A.L.I. and will appear into the relative box, 

push the STORE button to confirm the value. 

• MANUAL MODE: the MIDI code (Program Change) of the sound channel will be NOT 

automatically transmitted and you must type it manually in the PC box, then push the 

STORE button to confirm the value (for MIDI code list please use your reference 

manual datasheet). 

2. Push the REC button of Mini Player to pre-start the recording session. 

3. Select the “first sound” that Pedal Player™ should recall on your device at the beginning of 

the SONG directly from your device (LIVE) or typing the code into the PC box (MANUAL) as 

per point 5. Press STORE to confirm. 

4. As explained in paragraph 3.8 press PLAY to start the recording and the marker placement 

(yellow in this case). Placement of the Marker can be done in two ways:  

5. By recalling “in real time” your sound from your device (LIVE) 

6. By typing the relative MIDI code confirmed by pressing the STORE button (MANUAL). 

7. Perform a Marker Fine Tuning after recording (+/- keys) and / or deleting the incorrect ones 

through the right mouse button (position on a marker and press the right mouse button). 

8. Insert new modules until you have finished programming the MIDI automation of the SONG. 

Return back to main menu from M.A.L.I. (using the EXIT  button), all the MIDI settings are 

automatically saved. 

 

3.10. Metronome 

Another possibility of using Pedal Player™ is the performance of the SONG through the METRONOME 

mode, from the main MENU of your Pedal Player™. 

In this mode, Pedal Player™ plays the PLAYLIST and SONG like the PLAYER mode (default), with the 

exception that: 



PEDAL PLAYER™ – USER MANUAL 
 

 

17 

1. Any audio file loaded in the SONG is ignored 

2. All the Markers and automations (Devices and Midi) are disabled and you can use only the 

Manual mode with the Page Changer BoxTM. 

3. The only Audio Output is the Metronome (as set in the SONG’s settings) 

If you want to perform your own performance using the Metronome mode, you must set all the 

parameters for each SONG you want to play via PMS. To do this, press the METRONOME button in the 

SONG’s detail. 

 

 
Through this interface you have the possibility to record the values of BPM (Beats per Minute), the 

BEAT and customize the sounds of PRIMARY and ACCENT clicks between the choices of clicks in the side 

pop-up menu. 

By factory decision there is only one identical metronome provided for both Pedal Player™ audio 

outputs. 

 

3.11. PREVIEW of SONG/PLAYLIST 

By clicking on the green PREVIEW button from the menu / track details, you can enter the preview 

interface and see what has been programmed in your project and which will be the live effect of your show. 
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In this screen it is not possible to edit anything: just look at the preview of the song with all the media 

contents, automatisms and loaded settings. 

To view the automations of the three devices you must select the relative thumble (which will light up) 

and the related markers will be automatically displayed on the time bar (see below figure). If you don’t 

want to display the markers liked to a device anymore select the thumble again (it will switch off). 

To view the MIDI automation of the SONG select the module name and check the box next to it. 

Please note that in this interface the No Stop and Loop flags will also be simulated in case they’re set in 

the main menu of PMS. 

 

 

3.12. DOWNLOAD of the Project 

Once the PMS programming is complete, all the data on the SD Card (9) must be downloaded, while all 

the media associated with the tracks (PDF, Images and Video) must be downloaded manually on the relative 

Android Devices (mobile phones, tablet, video projector, etc…) and NOT on the SD Card. 

 

                                                           
9 Supported until 32Gb 
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For every Download “session” the SD card and every Dx directory must be cleared and restored with 

the new file contents. 

As soon as you’re ready press the DOWNLOAD button from the main menu and follow the following 

procedure:  

 
 

1. Select the folder in your Hard Disk (by default the “SD” directory inside the project folder) or 

directly select the SD card with the name "PPLAYER" inserted in your Computer SD card slot 

(example as shown in the figure).  

 

Browse the SD CARD named 

“PPLAYER” from Windows 

Explorer® of your PC or keep the 

default SD directory from where 

you can after copy/paste the 

data to SD card. 

Default project directories to 

copy (after the download) to the 

memory of your Devices. It is 

possible to exclude this 

download removing the relative 

flag. 

SD Card Storage 

of your PC with 

name PPLAYER 

(rename your 

SD in case). 
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2. Select the three folders of the project where the media contents of the three devices will be 

saved (default are D1, D2, D3 in the project folder), do not move these folders in other locations 

of your hard disk.  

 

NOTE:  All files and folders already present in the selected destination PPLAYER path will be deleted 

and replaced with the new contents, be careful not to select units other than the SD CARD. 

 

NOTE: The name of the SD unit (max 32gb) to be used for downloading files to the Pedal Player™ 

must be "PPLAYER", please check and in case rename the unit. 

 

3. In order to allow compatibility in events with different Pedal Player™ simultaneously, it is 

possible to write a "number" on each PP-SERVER in order to identify the right player when 

scanning the available networks before connecting the devices with APPATM. 

4. Press the OK button. When the download is finished (it could take several minutes) all the files 

will be created in the relative folders. 

5. Copy all the files just generated in the four folders SD, D1, D2 and D3 respectively in the SD 

Card (if not already copied directly from point 1) and in the internal storages of the devices 

that will host the media contents during the show (Tablet, smart TV, Android Projectors, etc...). 

You can choose their location in the memory of every single device and store it in APPA™ 

through the SETTINGS menu. 

6. During the copy it is IMPORTANT that VIDEO files are NOT "converted" as suggested by your 

operating system: you need to select the "NO, JUST COPY" option.  

 
 

NOTE:  If your device will disconnect during the copying of the files it may not be aligned with the 

SONG (because some files are missing): it is always important to check that the contents of the folders 

SD, D1, D2 and D3 in the project folder are IDENTICAL to the correspondent ones in the devices and 

Pedal Player’s SD. 
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NOTE: Into Pedal Player™ SD Card will be downloaded only the AUDIO files and other files through a 

proprietary encoding, do not modify the content manually and use only the PMS program for 

downloading data on SD CARD or the system will not work properly. 
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4. PEDAL PLAYER™ Live! 
During the live performance Pedal Player™ - once correctly programmed - offers you all the features 

described above with just one touch. You can then choose the PLAYLIST that best suits your event and start 

the performance right away! 

 

4.1. Router Wi-Fi “PPLAYER” 

When Pedal Player™ is switched on, the internal router will be activated, which will generate a local 

network (without a password) called PPLAYER which can be connected by a maximum of 3 devices with OS 

Android 4.x or higher and equipped with APPA™ (Android Pedal Player™ Application). How to connect the 

devices to the PPLAYER network, see Par.5. 

The average range of the local PPLAYER network in absence of disturbances or particular obstacles is 25-

30 meters. 

 

4.2. Operating MODES 

Pedal Player™ has four operating modes: PLAYER, METRONOME, AB LOOPER and USB. To select the 

desired mode, press the central PLAY / PAUSE button for at least 3 seconds to access the MAIN MENU, 

where you can change the basic settings of the system. It consists of three items: 

1. MODE 

2. EQUALIZATOR 

3. LANGUAGE 

4. RESET 

 
 

Select the item n.1 (MODE) though the FW (FORWARD), RW (BACK) and PLAY/PAUSE (CONFIRM) 

buttons. 

 

NOTE: In all menu the scrolling modes are performed "by pages" using the FW (forward) and RW 

(back) and PLAY / PAUSE (confirm) keys. 

 

 

You can now choose from 4 modes options: 
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1. PLAYER 

2. USB 

3. AB LOOPER 

4. METRONOME 

 

Select the Item 1 (PLAYER) and confirm. 

 

4.3. PLAYER Mode 

This is the default mode of Pedal Player™. In this mode you will see the PLAYLIST as they were 

programmed by PMS and in the same order, with all the SONGS included (with related DEVICES and/or MIDI 

automations). 

It is important to understand that the tracks in the PLAYLIST have a certain latency time (can be even 

few seconds or more) to be in a "ready status" before the playback. This time change from song to song 

and depending on live performance conditions (distance between Pedal Player™ and devices, heavy video, 

images or PDF, etc...). 

• To play the song in question or pause it, press the PLAY/PAUSE button 

• To fast forward or backward within the song press and hold the FW/LIST or RW/ORDER button 

during the playback of the song (PLAY) and release it as per your need. 

 

4.4. METRONOME Mode 

Suitable for all those who do not want to follow a backing Track and need to follow a certain time to 

practice with their instrument (e.g. drummers, classical musicians, etc...), the Metronome mode offers an 

excellent tool to meet this need. 

It is important to note that during this mode: 

1. The 2 MP3 audio files (Audio1 e Audio2) of the SONG will NOT be played. 

2. The devices cannot perform any automation and the page / image / video changes can be 

performed only MANUAL mode through the Page Changer Box™. 

3. There is no timeline: Pedal Player™ will continue to play the tempo set in the SONG 

uninterruptedly until the PLAY / PAUSE button is pressed. 

To enter this mode select item 1. (MODE) and then item 4. (METRONOME) from the main MENU. 

Once you have entered the metronome menu, the last song played in this mode will automatically be 

displayed, or the first song in alphabetical order in the ORDER MENU (see Par. 4.8). 

It is important to remember that every SONG played in this mode will have the settings (BPM, Tempo, 

sounds, etc.) loaded via PMS during programming phase (see Par. 3.10). However, these settings can be 

changed manually according to your needs.  

Follow the next steps to work on the metronome features of Pedal Player™: 

1. To start and stop the metronome with the chosen settings press the PLAY/PAUSE button. 

2. To select the next track press the RW or FW button (keep pressed to go faster in the track 

selection) while the metronome is in PAUSE. 

3. If you want to change the BPM value press the FW or RW buttons while the Metronome is 

in PLAY. 

4. To enter in the metronome settings keep pressed for at least 3 seconds the PLAY/PAUSE 

button while the metronome is in PAUSE, then select the changes you desire into the menu 

through the RW, FW and PLAY/PAUSE buttons. As soon as you finish you can then decide to 

return back to the Metronome (BACK) or exit to the main MENU (EXIT). 

5. To switch from one song to another, briefly press the FW/LIST button to enter the song menu 

where you can browse the song pages (included in all playlists) through the NEXT and PREV 
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options and moving through the FW and RW buttons selecting the desired SONG with 

PLAY/PAUSE button. 

 
 

 
 

 

4.5. AB LOOPER Mode (Studio Mode) 

For all those who wish to study or review a SONG with their instrument, and in particular "parts" of it, 

Pedal Player™ offers the possibility to select a SONG and divide it into sections to be "repeated in loop". In 

this way it’s possible to review for example “solo” or some difficult sections of your show before the official 

performance. 

To enter this mode select item 1. (MODE) and then item 3. (AB LOOPER) from the main MENU. Once 

this mode is selected, the last song played in this mode will automatically be displayed, or the first song in 

alphabetical order in the ORDER MENU (see Par. 4.8). 

By using FW and RW buttons and then confirm your choice by pressing PLAY/PAUSE. 
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Once the SONG has been selected, you can start (if you need to play a section of it) to set its Start/End 

points placing the two markers A and B. To do this, proceed as follows: 

 

 

  

 

1. Press and hold the RW / ORDER button for at least 3 seconds, the "A" tag on top-left of the 

display will highlight 

2. Use the FW and RW buttons to scroll through the track's timeline to the desired A-point (you 

can hold the button to go faster) and press PLAY / PAUSE to select. 

3. Press for at least 3 seconds the FW button, the “B” tag on top-right of the display will highlight. 

4. Repeat the procedure at point 2. 

5. To switch from one song to another, briefly press the FW button to enter the SONG menu 

where you can browse the SONG’s pages (included in all playlists) through the NEXT and PREV 

options and moving through the FW and RW buttons, then select the SONG you prefer. 

Once both A-B points are positioned, press the central PLAY / PAUSE button to start (or end) the loop of 

the track segment delimited by the two previously positioned markers. To exit this mode, press the PLAY / 

PAUSE button for at least 3 seconds, returning to the main MENU. 

 

4.6. USB Stick Reader Mode 

The USB Stick Reader mode offers you the possibility to insert any USB stick (maximum 32Gb) into the 

Pedal Player™ USB slot and play the MP3 audio files as a normal player (in this mode you can play only ONE 

audio file and without multimedia contents. 

To enter this mode select item 1. (MODE) and then item 2. (USB) from the main MENU. 

 

4.7. FAST Song Search 

If you need to “jump” to a track very far from the one you’re playing you should follow the below steps: 

1. Press and hold for at least 3 seconds the FW/LIST button. 

2. Scroll through the playlists by going forward and backward with the RW/ORDER and FW/LIST 

buttons (keeping the button pressed will scroll much faster) and across the various pages. 

3. Select the SONG you want to play with PLAY/PAUSE button. 

A B 
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NOTE: If nothing is pressed for at least 10 seconds the device will automatically return to the previous 

screen. 

 

4.8. ORDER Menu 

In order to simplify the searching engine and navigation across the PLAYLISTs and SONGs it’s very 

important to create an ORDER of the audio tracks that Pedal Player™ will play. To do this, follow the below 

procedure: 

1. Press and hold the left RW/ORDER button for at least 3 seconds.  

2. Select the TYPE of SONG order: Playlist, Song, Artist or Genre through the FW and RW 

buttons, press PLAY/PAUSE to confirm.  

Once you have finished, the SONG will be displayed alphabetically according to your selection, and 

pressing the FW/RW keys Pedal Player™ will go to the next / previous SONG according to the chosen sorting. 

Also in the Fast SONG Search Menu (see Par 4.7) you will find the pages with the list of tracks according 

to the selection done in the ORDER menu. 

 

 
 

NOTE: Only the order type “PLAYLIST” will not sort the tracks alphabetically but will respect the order 

chosen during the programming of the PLAYLIST / SONG with PMS. 

 

 

4.9. Equalizer 

If necessary, it is possible to make a small correction on the general equalization of the two channels. 

Two maximum cuts are available, one for the High and one for the Bass frequency. 
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4.10. Language Settings 

Through this simple Menu you can change the language of the operating system. 

 
 

4.11. RESET Menu 

If there are any problems (Wi-Fi connections or anything else) you can reset Pedal Player™ through the 

RESET menu. There are two types of reset: Complete (completely reset the system) and Wi-Fi (only resets 

the Wi-Fi network by rebuilding and reinitializing the "PPSERVER" server). The operation will be executed 

as soon as you leave the settings menu. 
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4.12. Firmware & Software Update 

It is always important to update the latest version of the Pedal Player™ firmware and software, to 

improve your device’s functionality and efficiency. 

To perform the Pedal Player™ Firmware update, proceed as follows: 

1. Go to www.poom.it and download the latest firmware version in the Download section. 

2. Copy the PPLAYER1.hex file you just downloaded to the SD Card (PPLAYER) 

3. Turn on Pedal Player™ and hold the FW/LIST button at the same time until you will see the 

new version of the firmware appear in the display at system startup. 

 

To perform the Pedal Player™ Software update, proceed as follows: 

1. Go to www.poom.it and download the latest PMS Setup.exe or APPA.apk version in the 

Download section. 

2. Uninstall PMS launching unins000.exe from the PMS main directory. 

3. Launch PMS Setup.exe to reinstall PMS with updated version 

4. Copy APPA.apk to your Android device and run it to upgrade the application. 
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5. APPA™ (Android Pedal Player™ Application)  
 

In order to allow the correct interface to the Pedal Player™ Wi-Fi network and display all SONG’s 

multimedia content it’s required to install the Android Pedal Player™ Application (APPA™) in each device 

you want to use during your Live performance. It can be downloaded directly from www.poom.it. 

 

5.1. Application Installation 

To proceed with the installation, first copy the APPA.apk file on each Android 4.x device to which you 

want to associate Pedal Player™. Follow the instructions of your device for how to install new applications 

(allow/enable installations by third parties if necessary from your settings menu). 

 

 

5.2. Device Connection to PEDAL PLAYER™ 

Before connecting your devices to Pedal Player™ it is necessary to decide whether it is D1, D2 or D3, 

selecting the related folder inside the storage of the device, in order to find the previously copied media 

files after the Download phase from PMS. 

Therefore, in order to correctly connect your device to Pedal Player™ please follow this steps: 

 

1. Connect your device to the "PPLAYER" Wi-Fi network in your Settings Menu 

 
 

2. Launch the APPA™ application.  
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3. Click on SETTINGS and browse your device storage.  

4. Click here on the File Path to open the browse window. 

 
5. Browse and select the folder where you copied the multimedia files from the project folder 

D1, D2 or D3 after the Download phase (see Par. 3.12) and click OK. 
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6. Click “Confirm” as soon as you came back to the Configuration ChangePage 

7. Click CONNECT 

 

Once the device has connected to the Pedal Player™ a small little ball will light up on the display, then 

will be displayed the first content loaded on that device for the currently displayed SONG (or its coverpage). 

It is also possible to change the Port (in case there are some Wi-Fi interference problems and a manual 

coverpage flag that allows to ignore that information in case of needs. 

 

 

NOTE: It is important to know that the synchronization of the SONG takes place ONLY AND 

EXCLUSIVELY at the beginning of the song itself. If you press "fast forward" (holding the FW button) 

during the PLAY mode, when the button is released the song WILL NOT BE MORE SYNCHRONIZED with 

the MEDIA content of the connected devices. Therefore, it will be necessary to go back to the beginning 

of the SONG itself to re-synchronization of the devices. 

 

5.3. Wi-Fi and Device Connection 

The Wi-Fi technology adopted by Pedal Player™ is very useful because it allows to manage the connected 

devices through its local OPEN network (no Internet) with excellent stability. 

However, it’s important to note that the environment conditions can contribute to "disconnect" your 

Android device (tablet, video projector, mobile phone, etc.), jeopardizing its functionality in sync with the 

PPSERVER server. 

To minimize the probability of this phenomenon it is always advisable to check how many networks and 

how many "disturbing sources” are between the PPSERVER router and the various devices, such as: 

Please be sure to 

select the folder with 

the related files. 
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1. Obstacles or walls in the direct path between the parties (servers and devices) 

2. Microwave ovens 

3. Wireless speakers 

4. Satellite antennas and related connectors with satellite cables 

5. Electrical power sockets 

6. 2.4GHz or 5GHz cordless phones 

7. 2.4GHz or 5GHz wireless video transmitters 

8. External hard drives or other devices with insufficiently shielded cables 

9. External monitors and LCD display 

10. Other wireless devices 

 

The location of a device and the materials used in a building can affect the performance of the Wi-Fi 

connection. If possible, to get a better signal, avoid barriers or change the location of your Wi-Fi devices so 

you always have a free-path between them and Pedal Player™. 

The different obstructions that absorb or reflect the radio frequencies are summarized below: 

 

Barrier Type Interference potential 

Wood Low 

Synthetic material Low 

Glass Low 

Water Medium 

Brick Medium 

Marble Medium 

Plaster High 

Cement High 

bulletproof glass High 

Metal Very High 

 

Changing the PPSERVER working channel (1 to 14) can be a useful way to reduce interference from other 

nearby wireless sources. Various Android tools and applications are available online (for example "Wi-fi 

Analyzer") to analyze the nearby networks (their power and channels). This is very useful to decide more 

accurately which PPSERVER Wi-Fi channel you need to select, being at a safe distance from the others. 

By moving(10) the Pedal Player™ Wi-Fi channel number 8 to 6 in this example, there is no interference 

and the connection is more stable (but still sensitive to other external factors). 

                                                           
10 The Wi-Fi channel can be selected from the Pedal Player™ settings menu, not yet available with version 1.00 



PEDAL PLAYER™ – USER MANUAL 
 

 

33 

 
  

Wi-Fi interference area 

between PPSERVER and 

other nearby networks. 

Interference networks 
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6. FAQ, SUGGESTIONS AND SOLUTIONS 

 
6.1. General Technical Advises   

� To reduce the risk of fire or electric shock, do not expose Pedal Player™ to rain or humidity. 

� We advise you to not disassemble Pedal Player™ (after canceling the warranty). 

� Always contact qualified personnel in case of support. 

� We recommend that you read these important safety warnings and make sure you have read all 

the operating instructions and all advices on proper product maintenance. 

� Read this manual before using Pedal Player™. 

 

6.2. Can I order SONGS by Artist, Album, etc… in USB Mode? 

� No, in USB mode you can only read the tracks in the USB mass unit and the possibility to browse 

across the various tracks. 

 

6.3. I do not succeed to install PMS 

� Check that you have Administrator rights on your computer 

� The Microsoft Framework® is not the version 4 or higher 

� Your OS X is not compatible with PMS (Windows 7, 10, VISTA) 

 

6.4. Pedal Player™ does not turn on. 

� Check that the power transformer is correctly connected to your electric socket. 

� Contact POOM! Music Labs for more support from www.poom.it 

 

6.5. I cannot copy folders D1, D2 or D3 to my devices 

� Assure your USB cable is well connected to your device, copy and paste the folders D1, D2, D3 into 

your devices through the Windows Explorer® of your Personal Computer. 

 

6.6. I do not see the “PPLAYER” Wi-Fi Network 

� Make sure you have turned on the equipment and that your device has Wi-Fi on / active. 

� Check that you are not exceeding the 20m safety range from Pedal Player™. 

 

6.7. I do not succeed to download the files to SD Card 

� Check that the name of the SD Card unit is “PPLAYER” 

� Check that the SD is working and not damaged and that the selector is not in write-protection 

mode. 

 

6.8.  The Device media is frozen/blocked and is not responding 
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� Go to the RESET menu of Pedal Player™ and select the Wi-Fi option, as soon as you leave the menu 

it will be reset and the "pending dot” should disappear. 

� Check that the Wi-Fi network connection (settings from Android) is connected to the "PPLAYER" 

Server. If the connection is active, go to the list of recent applications (typically by pressing this icon

) and manually close the window with APPA™ (you may have generated by mistake an additional 

session that conflicts with the main one in progress). The small ball of the connection displayed 

should turn off and you can restart APPA™ normally. 

� Restart the Pedal Player™ if you do not succeed in the above mentioned attempts and repeat the 

standard process. 

 

 

 

 

 

This equipment has been tested and complies with the Class B digital device directives in accordance with 

Paragraph 15 of the FCC Rules. 

 

 

For any other questions or clarifications you can consult the video guide online at www.poom.it or contact 

us directly at info@poom.it  

 

 

 

 


